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SERVICE BULLETIN NO.WJ3 !*-• 

O /rt / Va 


FOR AIRPLANE / EQUIPMENT SERIAL NO. 

+ *. A ■ M 

j/9/59 


jLiiLlE ■ BUSHING INSTAL. - TAIL GEAR AXLE 

I_URPOSE TO ELIMINATE SHAKE OR WOBBLE BETWEEN 

MATING PARTS 

WORK COMPLETED 

DATE 

foreman 

APPLICATION ALT. atbp[,aNES 

inspector 
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^- man- hours to compl ete 

■ .• - 16 nan hrs. ' “ ; 


; W77 BUSHING “• - 1 reqS ; ■'( 




REF ’ DWG. NO. L-3, L-77 and LO .59 

approx, ava ilability date of kit at wrama 

WEIGHT AND BALANCE CHANGE NIL 
Ws THIS BULLETIN CORRECTS 58 -I 4 I 4 and 59-48 
SPARES, ETC . NOT AFFECTED 

SPEC IAL TOOLS REQUIRED ORDER REAMER FROM DEPOT 


E «t M MANUAL 


KITCOMPLETED BY 


CONTRACTOR 


DATE 


INSPECTOR 


DESCRIPTION OF CHANGE 

REM0VED " “ H0I£ “XI S1OTT hston 


1.1250 


DIA. 


L-177 BUSHING TO %E FITTED AND GEAR RE-ASSEMBLED. 
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